TECHNICAL DATA SHEET

GOLDSTAR XL~

LARGE FORMAT

TILE ADHESIVE

EXTENDED
OPEN TIME

tiles.

THE PROFESSIONAL CHOICE

High-strength grey cement-based tile
adhesive for large format wall and floor

DESCRIPTION

TAL Goldstar XL tile adhesive is a grey one-component quick-
setting high-strength shrinkage-compensated cement-based
adhesive with extended open time for fixing large format ceramic,
porcelain, dark-coloured natural stone (granite, marble,
sandstone, etc) tiles to walls and floors. By rough definition, a
large format tile is a tile with the length of at least one edge
greater than 600mm (nominal), or a facial area greater than
3500cm? (nominal). Thus, a nominal 600 x 600mm tile would be
large format. The adhesive was designed for easy use, allowing
a 4-hour pot life and a 30-minute open time.

TAL Goldstar XL can be applied in bed thicknesses between 5 -
12mm, and up to 20mm in isolated areas only (not exceeding 20% of
the total area to be tiled).

TAL Goldstar XL should not be used with white or light-coloured
porous natural stone tiles, where a grey adhesive may show through
the tile in the form of ‘staining’. (TAL Marblefix light-coloured
adhesive should be used in this instance.)

Note : this product is designed for the above-mentioned
application only. TAL will not be liable for misuse or adulteration
of the product.

FEATURES

+ High strength
« Extended open time — 30 minutes

« 4-hour pot life

THE SCIENCE
BEHIND

BEAUTIFUL SPACES
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CLASSIFICATION ACCORDING TO SANS 52004:2013 / EN12004:2007

TAL Goldstar XL is classified as a C2FTES1 adhesive (improved cementitious tensile adhesion strength (C2), fast setting (F). slip
resistant (T), extended open time (E), deformable (S1) adhesive).

When mixed with TAL Bond as a total water replacement, or when TAL Bond Powder is incorporated in the mix, TAL Goldstar XL is
classified as a C2FTES2 adhesive (improved cementitious tensile adhesion strength (C2), fast setting (F), slip resistant (T), extended
open time (E), more deformable (S2), adhesive).

TECHNICAL DATA:

WITH TAL BOND WITH TAL BOND POWDER

WITH WATER

Type Cement-based tile adhesive

Setting Type

Quick setting

Colour Grey
Packaging 20kg
Application Temperature Range (Ambient) | 10°C - 30°C
Open Time* 30 minutes

Correction Time*

15-20 minutes

Initial Set* 8-10 hours

Final Set* 12 hours

Pot Life* (working time after mixing) 4 hours 3.5 hours 3.5 hours
Mix Ratio 50/20kg 50/20kg 1kg/20kg
Flexibility Good Excellent Excellent
Temperature Resistance 0°C-60°C -30°C - 100°C -30°C -100°C
Resistance to Damp Good Excellent Excellent

* At 23°C and 50% relative humidity.
The above data was obtained under laboratory conditions using freshly manufactured material. Actual results in the field will vary as
a result of factors such as Ambient Temperatures, Site Conditions, etc.

IMPORTANT NOTICE: TAL believes the information on this sheet to be correct - but does not guarantee its accuracy or completeness. Conduct your own tests of this product

to determine its suitability for intended use. User assumes all risks and liability during testing and use of this product. In special cases, obtain professional advice. The only
obligation of TAL shall be to replace any of this product proved to be defective in material. TAL shall not be liable for any injury, loss or damage, direct or inconsequential, relating
to the use or inability to use this product. Except as expressly provided above, all products sold, and samples furnished without any warranty of merchantability or any other
warranty, express or implied. TAL reserves the right to change the information on this datasheet. Please contact the TAL Technical Advice Centre on taltech@tal.co.za or

0860 000 825 to ensure you have the latest version.
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PRECAUTIONS

Please refer to the tile manufacturer’s instructions regarding the characteristics of the adhesive (ie C2 - improved
cementitious; S1- deformable, etc) required for the installation of their particular material.

There are permissible manufacturing tolerances for ceramic and porcelain tiles, and large format tiles may have permissible surface
flatness irregularities, ie the tile surface may be ‘curved’ or ‘bowed'".

For the installation of large format tiles it is imperative that the substrate to be tiled is totally flat and level. Variations in levels in
substrates the substrate must be rectified prior to the tile installations. TAL Screedmaster and TAL Superscreed SL self-levelling
underlayment compounds are ideal for levelling of floors prior to the installation of large format tiles.

The use of self-levelling spacer/clip systems will further assist in reducing ‘lippage’ of tiles.

The joint width for fixing large format porcelain tiles (including rectified tiles) should be no less than 3mm wide, and no less than 5mm
wide between ceramic tiles.

With a smaller number of joints between large format tiles, compared with the same area of normal format tiling, less stress
(movement) can be accommodated at tile joints.

Please refer to the manufacturer’s instructions for specific details pertaining to the handling, cutting and cleaning of large formattiles.

SURFACE PREPARATION

New floor and wall surfaces must be allowed to cure for the minimum periods detailed below to ensure that the tile installation is not
compromised by drying shrinkage movement in the substrate :

T New concrete - 6 weeks
T New screed - 4 weeks

1 New brickwork - 4 weeks
T New render — 2 weeks

All substrates should attain a moisture content of 5% (75% RH) or less before tiling is commenced. Should there be no damp proof
membrane below a surface bed or if prevailing moisture levels do not attain 5% or less, it is recommended that TAL VaporStop HB
(vapour barrier) be applied prior to tiling to eliminate potential problems associated with excessive moisture in the substrate (such as
slow- or non-curing of the adhesive, efflorescence on grout and porous tiles, etc).

Any screeding or rendering must be firmly bonded to the underlying concrete or brickwork, and the substrate must be of significant
strength, structurally sound (no crumbling, cracking, etc) and of a quality and consistency suitable for tiling. All damaged, defective,
deteriorated or hollow sounding areas must be removed and made good before proceeding.

The substrate must be clean and free from all traces of surface laitance and contamination such as dust, dirt, waxes, oils, bitumen, old
adhesives, paint, grease, weak cement screeds and renders, shutter release and curing agents, sealing compounds, etc. Organic or
fungal growth must be removed, and the spores killed using an effective fungicide.

IMPORTANT NOTICE: TAL believes the information on this sheet to be correct - but does not guarantee its accuracy or completeness. Conduct your own tests of this product

to determine its suitability for intended use. User assumes all risks and liability during testing and use of this product. In special cases, obtain professional advice. The only
obligation of TAL shall be to replace any of this product proved to be defective in material. TAL shall not be liable for any injury, loss or damage, direct or inconsequential, relating
to the use or inability to use this product. Except as expressly provided above, all products sold, and samples furnished without any warranty of merchantability or any other
warranty, express or implied. TAL reserves the right to change the information on this datasheet. Please contact the TAL Technical Advice Centre on taltech@tal.co.za or

0860 000 825 to ensure you have the latest version.
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SURFACE PREPARATION

Off-shutter concrete, smooth & dense surfaces, Clean thoroughly or mechanically abrade to remove shutter
powerfloated & steelfloated surfaces release and curing agents, laitance, polishes, etc. *

Must be in good condition and firmly attached to the substrate, ie
Existing Tiles not cracked, loose or hollow sounding. Acid wash and neutralize
to remove dirt, grease, grime, sealants, polish, etc.*

Floor coverings must be lifted, and the floor mechanically
Existing Vinyl Flooring / Carpets abraded (chipping, grinding, scabbling, etc) to remove existing
fixative. *

Remove vinyl floor covering residues, and all loose or unbonded
Bitumen Fixative Residues bitumen fixative residues. Substrate must be firm and sound and
clean and dry. Prime with TAL Bitumen Primer.

The paint/gypsum skimcoat must be in good condition and firmly
bonded to the substrate, ie not loose, flaking or peeling, and all
traces of grease, grime, soap residues and other contaminants
must be removed.

Existing Paint
Domestic / Interior : Mechanically abrade (chipping, grinding,
Existing Gypsum Skimcoats scabbling, etc) to remove at least 80% of the paint/gypsum

skimcoat.*

Commercial / Exterior : Mechanically abrade to remove all traces
of paint/gypsum skimcoat.

Mechanically abrade (chipping, grinding, scabbling, etc) to
remove completely.*

Bitumen Waterproofing
Compound

NOTE : The surface must be clean and dry and free of all traces of dust, debris, loose particles and surface contaminants which
could impair adhesion.

*Prime the surface with a slurry consisting of 1-part TAL Keycoat to 2 parts TAL Keymix powder or 2 parts TAL Goldstar XL powder
(by volume), which is applied using a builder’s block brush. Ensure that the entire surface is fully covered with the slurry. Allow this
slurry coat to dry for 4 — 6 hours before applying TAL Goldstar XL.

IMPORTANT NOTICE: TAL believes the information on this sheet to be correct - but does not guarantee its accuracy or completeness. Conduct your own tests of this product

to determine its suitability for intended use. User assumes all risks and liability during testing and use of this product. In special cases, obtain professional advice. The only
obligation of TAL shall be to replace any of this product proved to be defective in material. TAL shall not be liable for any injury, loss or damage, direct or inconsequential, relating
to the use or inability to use this product. Except as expressly provided above, all products sold, and samples furnished without any warranty of merchantability or any other
warranty, express or implied. TAL reserves the right to change the information on this datasheet. Please contact the TAL Technical Advice Centre on taltech@tal.co.za or

0860 000 825 to ensure you have the latest version.
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SURFACE PREPARATION

Paint, gypsum, skimcoat,
bitumen, adhesive and
waterproofing

v

Ensure surface has cured, is Clean, and mechanically Chip surface (min 80%). Remov  Sweep floor to remove dust,
firm and sound, and is flat and abrade where necessary. bitumen adhesive and loose particles and surface
level . Apply a TAL Keycoat slurry. waterproofing completely. contaminants.

Apply a TAL Keycoat slurry.

*TAL *TAL
KEYMIX  KEYCOAT

&

Apply a primer slurry (part TAL Spread with a builders block brush. N f . -
KEYCOAT mixed with 2parts TAL Ensure full coverage UWU?:L 4-Bhours for primer to cure be‘ore
KEYMIX powder) to smooth and dense 9:

surfaces

MIXING

Using a mechanical mixer, add 20kg TAL Goldstar XL to 5 litres clean water while mixing (for optimal performance water temperature
should be between 20°C and 25°C). Mix well to a creamy, lump-free consistency. Let the mix stand for 3 - 5 minutes before stirring
again. Use within + 4 hours (Pot Life).

For best results use a full bag in one mix.

Note : When tiling ‘submerged’ installation areas, such as swimming pools, water features, etc, replace the water in the mix with TAL
Bond. Alternatively, TAL Bond Powder may be added to the adhesive mixing water, at a ratio of 1 x 1kg sachet per 20kg TAL Goldstar

wyrz ‘
' \= 8

f
Let it stand for 3 minutes then stir again.

Mix 20kg TAL GOLDSR XL Tile Adhesive
with 51 of cool water. Using a mechanical
mixer, mix to a creamy lumfyee paste,

wihila A ddina nAurdAr

NB:

- Never add more liquid to a mix which has been left standing for too long, as this will compromise the integrity of the
adhesive.

+ Warm weather conditions and/or substrate and water temperatures (generally, temperatures above 30°C) may shorten
the working time of the mixture and may even result in flash-setting of the adhesive.

- Low ambient temperatures and/or substrate and water temperatures (generally, temperatures below 15°C) will have
detrimental effects on the curing and integrity of the adhesive, ie full cure may not be achieved.

IMPORTANT NOTICE: TAL believes the information on this sheet to be correct - but does not guarantee its accuracy or completeness. Conduct your own tests of this product
to determine its suitability for intended use. User assumes all risks and liability during testing and use of this product. In special cases, obtain professional advice. The only
obligation of TAL shall be to replace any of this product proved to be defective in material. TAL shall not be liable for any injury, loss or damage, direct or inconsequential, relating
to the use or inability to use this product. Except as expressly provided above, all products sold, and samples furnished without any warranty of merchantability or any other
warranty, express or implied. TAL reserves the right to change the information on this datasheet. Please contact the TAL Technical Advice Centre on taltech@tal.co.za or
0860 000 825 to ensure you have the latest version.
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